
Engineered in Finland.

The Connected AirWits  provides 
comprehensive Indoor Air Quality and 
Ambience monitoring. 

The battery powered, wireless device  remotely monitors 
configurable parameters in any building or facility. The 
dual mode device  supports LoRaWAN and Sigfox 0G 
connectivity services and comes with a 5-year warranty. 

Simple installation, integration options and a battery life 
of up to 10 years makes this maintenance free device 
ideal for deployments at scale across multiple properties 
and regions.

Temperature (0-60C)

Humidity   (0-95%)

	» Multiple Sensors in one device.

	» Up to 10 years battery life.

	» Maintenance free (set & forget).

	» Remote configuration, updates and 
management.

	» Multi-zone communication with data sent 
every 30-min (configurable).

	» Centralised data and device management 
capability.

	» Simple, disruption free  installation  (no 
expert skills needed).

	» Accurate, guaranteed performance.

	» Easy data access through APIs and 
optional dashboard.

Connected 
AirWits
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CONNECTIVITY

Dual mode radio: Device dual mode radio works in both Sigfox0G and LoRaWAN mode and the radio mode can 
be selected by a switch

Supported radio zones: RC1 + EU868, RC2 + US915, RC4 + AS923-1, RC4 + AS923-2, RC4 + AU915

MECHANICS / DESIGN

Size: 80 x 80 x 27 mm

Weight: 140 g

Casing Material: ABS, indoor use

CERTIFICATIONS

Certifications: CE, FCC, UKCA

CUSTOMISATION

Network mode selection by physical switch, other settings  remote configuration.

WARRANTY

Five-year manufacturer’s warranty.

SENSORS & ACCURACY

Temperature & Humidity Accuracy: +/-0.2C (between 0…60ºC)
RH +/-2% (between 10…90%)

BATTERY

Battery 3 x A  3.6V Pack. Lithium thionyl chloride battery. Interchangable


